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(120-0108) Features 
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Your new AM Personal Portable Radio with stereo headphones provides high 
quality reception. The extra advantage of the headphone set is its 
versatility. Use it with your stereo equipment or your AM radio. 

The easy-carry radio goes anywhere. Carry it in your hand, pack it in 
your briefcase or clip it on your belt. The sound is great, indoors or 
out . 

1. ON/OFF and Volume Control 

2. Headphone Jack 

3. Tuning Control 

4. Belt Clip 

5. Battery Compartment 
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BATTERY: Open the battery compartment on the back by pressing it down 

and off. 

Snap a 9-volt battery (such as Radio Shack Cat. No. 23-583) 
onto the battery terminals, making sure polarity is correct. 
Then slip the battery into the compartment. 

HEADPHONE: Fully uncoil the headphone cord and insert the 3.5 mm 

headphone plug into the headphone jack. Place the headphones 
on your head. Adjust the headband so that the ear pieces fall 
comfortably over the center of each ear. 
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CONTROLS : 


To operate your Radio, rotate volume downwards to "click on." 
Adjust tuning for the desired station and then adjust volume 
for the desired level of sound. 

You will probably notice that moving or rotating the radio will 
affect reception. Position it for best reception. 

When not in use, be sure to "click off" by rotating the volume 
control upward. 
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AM Personal Portable Radio 

(120-0108) Care and Maintenance 

MAINTENANCE: Clean the case only with a damp cloth (no solvents or 

abrasives please) . 

CAUTION: When the battery becomes weak or dead, replace it with a fresh 

one. When you store your radio for some time, always remove the 
battery. Even a so called "leak-proof" battery can leak chemicals 
that can damage the radio. 
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Frequency 

Transistors 

Diodes 

Power Source 

Maximum Power Output 

Dimensions ... 4 in. x 2.5 in. x 1 

Weight 

Battery life 


520-1620 kHz 

6 

3 

DC 9V (9V battery) 

4 0 mw (16 ohms) 

in. (102.5 mm x 64.5mm x 26mm) (H) (W) (D) 

....3.6 oz. (102 grams) (without battery) 
5 hours (Carbon Zinc) 
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